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SPECIFICATIONS:
Door: Fully detachable, corrosion resistant, welded 
aluminum frame with drywall  
Frame & Trim: 1 5/8” wide with outer and inner 
frame assembly consisting of high grade aluminum 
bonded with a special welding process  
Reveal: Reveal of 1/16” of an inch is visible between 
the outer frame and door hatch 
Finish: Mill finish 
Latches: Concealed snap locks (two per door) open 
the access panel when pressure is applied to the 
spring loaded latch side 
Hinge: Open pin cone hinge on bottom,  
Application: Walls or Ceiling–specify on order

OPTIONS (at additional cost)

q	Key Cylinder Locks - keyed alike 2 keys per door

q	Custom sizes available

4 Model
No.

Door 
Size

Cut
Opening

Ship
Wt. Lbs.

DWAL 415 6 x 6 6 3/8 x 6 3/8 10
DWAL 415 8 x 8 8 3/8 x 8 3/8 12
DWAL 415 12 x 12 12 3/8 x 12 3/8 14
DWAL 415 14 x 14 14 3/8 x 14 3/8 18
DWAL 415 16 x 16 16 3/8 x 16 3/8 17
DWAL 415 18 x 18 18 3/8 x 18 3/8 19
DWAL 415 20 x 20 20 3/8 x 20 3/8 25
DWAL 415 22 x 22 22 3/8 x 22 3/8 30
DWAL 415 24 x 24 24 3/8 x 24 3/8 34
DWAL 415 24 x 36 24 3/8 x 36 3/8 41

  WB DWAL 415 Touch Latch Drywall Access Panel w/Tape-In Flange 46

SECTION DETAIL

1330 Progress Drive • Front Royal, VA 22630 • Phone: 1-800-255-5515 • www.wbdoors.com

Project: __________________________________________________________________________________ Date: ___________________
Contractor: _________________________________________ Architect: _____________________________________________________
Sizes: ______________________________________________ Quantity: ______________________ App Initials: ___________________

SUBMITTAL SHEET

WB DW 400 
Series for 
Drywall

RELATED PRODUCTS

The WB DWAL415 Series tape in drywall access 
panel is perfect for any wall or ceiling application 
where a concealed appearance wants to be 
applied. This drywall access panel with a tape in 
flange and touch latches is perfect for any drywall 
access panel application where a mud-in or tape-
in application is necessary. Featuring a concealed 
tape-in application flange, drywall application made 
for walls or ceilings. Features a safety chain that 
ships installed with door so that once opened the 
door hangs safely. This drywall access panel also 
features pin cone hinges so that the door is fully 
removable from the frame.
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BE INSTALLED CONE PIN
SIDE DOWN.
NOT FOR CEILINGS.
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ADDITIONAL LOCK OPTIONS AVAILABLE, 
BUT NOT ALL SHOWN.
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WALLS or 
CEILINGS


